
 

 

 

 
 

 
 

PMR446 GALLEGGIANTE 
 16 canali PMR446 + 16 canali PMR446 con toni CTCSS 

 Display retroilluminabile con 7 colori diversi 

 Waterproof IPX7 galleggiante 

 Scansione normale e prioritaria, Dual Watch 

 Funzione NCR per la cancellazione attiva del rumore 

 3 toni di chiamata 

 Funzione risparmio batteria 

 Batteria agli ioni di litio da 7,4V/1800mAh 
 

Fornito con batteria Li-Ion 7,4V/1800mAh, caricabatterie da tavolo 

e clip da cintura. 

Specifiche tecniche 

Gamma di frequenza:  446.00625 MHz ~ 446.19375 MHz 

Canali di memoria:  16 + 16 

Potenza uscita RF:  0,5W 

Temperatura operativa:  -10°C - +50°C 

Sensibilità: ≤-120dBm@SINAD=12dB 

Uscita audio: 0,8W 

Dimensioni: 62 x 41 x 146 (210 con antenna) mm 

Peso:  273 gr inclusa la batteria 

 

Ref PM001050 
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FLOATING PMR446 
 16 channels + 16 channels with pre-programmed CTCSS 

 Backlit display with 7 different colours 

 Waterproof IPX7 and floating 

 Different scan types and Dual Watch 

 NCR function (Active Noise Reduction) 

 3 call rings 

 Power Safe function 

 Li-Ion battery 7,4V/1800mAh 
 

Supplied with Li-Ion battery 7,4V/1800mAh, desktop battery 

charger and belt clip. 

Specification 

Frequency range:  446.00625 MHz ~ 446.19375 MHz 

Memory channels:  16 + 16 

RF Output power:  0,5W 

Operating Temperature:  -10°C - +50°C 

Sensitivity: ≤-120dBm@SINAD=12dB 

Audio output power: 0,8W 

Size: 62 x 41 x 146 (21 

0 w/antenna) mm 

Weight:  273 gr battery included 
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