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RICETRASMETTITORE VHF NAUTICO FISSO CON GPS E DSC  

 Doppio ricevitore, con ricevitore DSC in classe D dedicato e indipendente 

 Possibilità di inserimento manuale delle coordinate GPS e dell’ora 

 Waterproof IPX7 (resistenza 1 mt di profondità per 30 minuti) 

 Funzione vibrazione dell’altoparlante per l’espulsione dei residui di acqua infiltrata 

 Accesso immediato al canale 16 o al canale di chiamata programmabile 

 Funzione Dual/Tri-watch, scansione normale e scansione prioritaria 

 Possibilità di ricerca dei dati delle chiamate DSC in ricezione e trasmissione 

 Interfaccia NMEA standard (Protocollo RS-422) 

 Display a matrice di punti ad elevata leggibilità 

 Visualizzazione del numero canale, selezionabile a 3 Digit (es. 01B) o 4 Digit (es. 2001) 

 Modulo GNSS integrato, che supporta i segnali GPS, GLONAS e SBAS 

(WAAS/EGNOS/MSAS/GAGAN) 

 Interfaccia utente intuitiva, con combinazione di tasti freccia e tasti programmabili 

 Display e tasti funzione retroilluminabili 

 Collegabile ad altoparlante esterno 

 

Fornito con: microfono palmare, staffa di fissaggio, cavo alimentazione cc e antenna GPS. 
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VHF MARINE MOBILE TRANSCEIVER WITH GPS AND DSC  

 Dual Receiver, Independent DSC Dedicated Receiver (Class-D) 

 Manually Input GPS Latitude and Longitude and Time  

 IPX7 Waterproof Construction (1m Depth of Water for 30 Minutes) 

 Speaker Vibration Draining Function 

 Instant access to channel 16 and call channel 

 Dual/Tri-Watch Functions, Normal Scan and Priority Scan 

 DSC Call Reception and Transmission Records can be Queried 

 Standard NMEA Interface (RS-422 Protocol) 

 Easy to read full Dot Matrix Display 

 Channel Number Display Digits Selectable: 3 Digit (es. 01B)/4 Digit (es. 2001) 

 Built-in GNSS Module, support GPS, GLONAS, SBAS (WAAS/EGNOS/MSAS/GAGAN) 

 User friendly interface with combination of Arrows Keys and Programmable Soft Keys 

 Display and keypad backlight 

 Optional external speaker connection 

 

Supplied with: microphone, bracket, DC power cable and GPS antenna. 
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