
 

 

 
  

 

PMR446 WATERPROOF 
 8 canali PMR446 + 8 canali PMR446 con toni CTCSS 

 Robustezza a norme MIL-STD-810C-D-E&F  

 Waterproof IP68 

 Dual Watch e scansione 

 5 toni di chiamata e nota di fine trasmissione (Roger 

Beep) 

 Audio compander 

 Funzione risparmio batteria e blocco tastiera 

 Funzione Vox, BCLO e Time Out Timer 

 Scrambler ad inversione di banda 
 

Fornito con batteria Li-Ion 7,4V/2600mAh, caricabatterie da 

tavolo e clip da cintura. 

Specifiche tecniche 

Gamma di frequenza:  446.00625 MHz ~ 446.09375 MHz 

Canali di memoria:  8 + 8 

Potenza uscita RF:  0,5W 

Temperatura operativa:  -20°C - +50°C 

Sensibilità:  0.2µV@SINAD=12dB 

Uscita audio:  ≥1W 

Dimensioni:  57 x 39 x 116 (190 con antenna) mm 

Peso:  262 gr inclusa la batteria 
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PMR446 WATERPROOF 
 8 channels + 8 channels with pre-programmed CTCSS 

 Rugged body MIL-STD-810C-D-E&F compliant 

 Waterproof IP68 

 Dual Watch 

 5 tones call ring and Roger Beep 

 Audio compander 

 Power Safe function and keypad lock 

 Vox, BCLO and Time Out Timer function 

 Analog scrambler 
 

Supplied with Li-Ion battery 7,4V/2600mAh, desktop battery 

charger and belt clip. 

Specification 

Frequency range:  446.00625 MHz ~ 446.09375 MHz 

Memory channels:  8 + 8 

RF Output power:  0,5W 

Operating Temperature:  -20°C - +50°C 

Sensitivity: 0.2µV@SINAD=12dB 

Audio output power: ≥1W 

Size: 57 x 39 x 116 (190 w/antenna) mm 

Weight:  262 gr battery included 
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