
 

 

 
 
 

 
 

PMR446 WATERPROOF 
 8 canali PMR446 + 8 canali PMR446 con toni CTCSS 

 Annuncio vocale del canale e dello stato della batteria (in 

inglese) 

 Waterproof IP67 

 Squelch regolabile 

 Funzione Monitor 

 Funzione Vox 

 Funzione risparmio batteria 

 Funzione BCLO 

 Costruzione estremamente robusta 
 

Fornito con batteria Li-Ion 7,4V/2200mAh, caricabatterie da 

tavolo e clip da cintura. 

Specifiche tecniche 

Gamma di frequenza:  446.00625 MHz ~ 446.09375 MHz 

Canali di memoria:  8 + 8 

Potenza uscita RF:  0,5W 

Temperatura operativa:  -20°C - +50°C 

Sensibilità:  ≤-120dBm@SINAD=12dB 

Uscita audio:  1W 

Dimensioni:  63,3 x 37,5 x 130 (227,2 con antenna) mm 

Peso:  302 gr inclusa la batteria 
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PMR446 WATERPROOF 
 8 channels + 8 channels with pre-programmed CTCSS 

 Battery level and channel announcement 

 Waterproof IP67 

 Squelch adjustable 

 Monitor 

 Vox 

 Power Safe function 

 BCLO 

 Extra rugged body 
 

Supplied with Li-Ion battery 7,4V/2200mAh, desktop battery 

charger and belt clip. 

Specification 

Frequency range:  446.00625 MHz ~ 446.09375 MHz 

Memory channels:  8 + 8 

RF Output power:  0,5W 

Operating Temperature:  -20°C - +50°C 

Sensitivity: ≤-120dBm@SINAD=12dB 

Audio output power: 1W 

Size: 63,3 x 37,5 x 130 (227,2 w/antenna) mm 

Weight:  302 gr battery included 
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